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High Protection Level (IP54)
Suitable for outdoor installation and resistant
to harsh environmental conditions.

Advanced Liquid Cooling System
Efficient thermal management with
temperature difference ≤ 2°C enhances
performance and battery lifespan.

High Energy Density & Compact Design
Optimized architecture ensures high energy
capacity with reduced footprint, ideal for
space-limited installations.

Easy Installation & Maintenance
Integrated outdoor design simplifies
installation, reduces commissioning time,
and minimizes maintenance.

Flexible & Scalable Configuration
Modular cabinet design allows parallel
operation and easy capacity expansion.

The ING-120/241 is a high-performance outdoor energy storage
system designed for commercial and industrial applications
requiring reliability, safety, and operational flexibility.
With a compact design and advanced thermal and protection
systems, it ensures stable performance and long-term durability
in both grid-connected and off-grid scenarios.

How it works
Long Cycle Life LFP Technology
High-quality 314Ah lithium iron phosphate
cells ensure long service life and stability.

Multi-Level Safety Protection
Includes early warning systems, electrical
protections, and integrated fire suppression
for maximum safety.

ING-120/241
Reliable energy, built for every application

https://ingeniumren.com/en/


ING-120/241

Battery Type
Rated Charge/Discharge Performance
Nominal Voltage [V]
Operating Voltage Range [V]
Cell Rated Capacity [Ah]
Nominal Capacity [kWh]
Configuration

LFP
0.5C
768

672 - 876
314

241.15
1P240S

Battery  Parameters

Rated Output Power [kW]
Max. Output Current [A]
Rated Output Voltage [V]
Rated Output Frequency [Hz]
Power Factor Adjustable Range
DC Component
THDi

AC Output (On Grid)

120
191

3/N/PE,400
50/60

0.9 (leading) ~ 0.9 (lagging)
<0.5% In

<3% (at rated power)

Rated Output Power [kW]
Max. Output Current [A]
Rated Output Voltage [V]
Rated Output Frequency [Hz]
Unbalanced Load Capacity

120
191

3/N/PE, 230/400
50/60
100%

AC Output (Off Grid)

IP54
Liquid cooling system

Aerosol + water fire protection
0–95%, non-condensing

-20 ~ +50
4000 (>2000 derating)

RS485
Modbus
≈ 2350

1000 × 1330 × 2350
EN62477-1:2012; EN IEC 61000; EN50549-1/10; TOR; G99,CEI-021

5 years or 8000 cycles

Ingress Protection
Battery Cooling Method
Fire Fighting System
Relative Humidity
Temperature Range [°C]
Altitude [m]
Communication
Communication Protocol
Weight [kg]
Dimensions (W×D×H) [mm]
Certificate
Warranty

General Parameters 
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